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1
OPTICAL ELEMENT AND METHOD OF
MANUFACTURING SAME

TECHNICAL FIELD

The present invention relates to an optical element and a
method of manufacturing the same.

BACKGROUND ART

Known as a conventional method of manufacturing an
optical element is one pressing a forming mold against a resin
material arranged within a depression in a base and curing the
resin material, so as to form a formed layer provided with an
optical function part such as a grating within the depression in
the base (see, for example, Patent Literatures 1 to 5).

CITATION LIST
Patent Literature

Patent Literature 1: Japanese Patent Application Laid-Open
No. 2006-177994

Patent Literature 2: Japanese Patent Application Laid-Open
No. 2007-199540

Patent Literature 3: Japanese Patent Application Laid-Open
No. 2003-266450

Patent Literature 4: Japanese Patent Application Laid-Open
No. 2005-173597

Patent Literature 5: Japanese Translated International Appli-
cation Laid-Open No. 2005-520213

SUMMARY OF INVENTION
Technical Problem

In the optical element manufactured by the method men-
tioned above, however, the formed layer as a whole is located
within the depression in the base, while stresses generated
upon changes in temperature during use and the like are
concentrated at the depression in the base, whereby the
formed layer may peel off the base. Further, the formed layer
may shrink or expand due to temperature changes during use
and the like, thereby deforming the optical function part pro-
vided with the formed layer.

It is therefore an object of the present invention to provide
an optical element which can prevent the formed layer from
peeling and the optical function part from deforming and a
method of manufacturing the same.

Solution to Problem

The optical element in accordance with one aspect of the
present invention comprises a base having a surface formed
with a depression and a formed layer disposed on the base,
wherein the formed layer has a first part located within the
depression when seen in a thickness direction of the depres-
sion and a second part located on the surface of the base while
being connected to the first part, and wherein a predetermined
surface in the first part opposing an inner face of the depres-
sion is provided with an optical function part.

In this optical element, even when stresses generated dueto
temperature changes during use and the like are concentrated
at the depression in the base, the second part located on the
surface of the base while being connected to the first part
presses the first part located within the depression of the base.
This prevents the formed layer from peeling off the base. The
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shrinkage and expansion of the formed layer caused by tem-
perature changes during use and the like are absorbed by the
second part located on the surface of the base, so as to relieve
the first part located within the depression of the base from
shrinking and expanding. This prevents a predetermined sur-
face of the first part from being distorted, thereby keeping the
optical function part provided with the predetermined surface
from deforming. As in the foregoing, this optical element can
prevent the formed layer from peeling and the optical func-
tion part from deforming.

Here, a plurality of second parts may be provided so as to
oppose each other through the depression interposed therebe-
tween. A plurality of second parts may be provided so as to
surround the depression. These can more securely prevent the
formed layer from peeling and the optical function part from
deforming.

The optical function part may be a grating. Alternatively,
the optical function part may be a mirror. These can yield a
grating element or mirror element in a simple structure.

The method of manufacturing an optical element in accor-
dance with one aspect of the present invention comprises the
steps of preparing a base having a surface formed with a
depression; arranging a forming material on the base; and
pressing a forming mold against the forming material and
curing the forming material so as to form a formed layer
having a first part located within the depression when seen in
a thickness direction of the depression and a second part
located on the surface of the base while being connected to the
first part; wherein the forming mold has a forming surface for
forming the first part with a predetermined surface to be
provided with an optical function part such that the predeter-
mined surface opposes an inner face of the depression.

When the forming material shrinks upon curing in this
method of manufacturing an optical element, the second part
located on the surface of the base while being connected to the
first part shrinks in preference to the first part, thereby reliev-
ing the first part located within the depression of the base from
shrinking. This prevents a predetermined surface of the first
part from being distorted, thereby keeping the optical func-
tion part provided with the predetermined surface from
deforming. Even when stresses generated due to temperature
changes during use and the like are concentrated at the
depression in the base, the second part located on the surface
of'the base while being connected to the first part presses the
first part located within the depression of the base. This pre-
vents the formed layer from peeling off the base. As in the
foregoing, this optical element manufacturing method can
prevent the formed layer from peeling and the optical func-
tion part from deforming.

The forming surface may be formed so as to come into
intermittent contact with an opening of the depression when
the forming mold is pressed against the forming material.
This allows gases generated from the forming material upon
curing, if any, to escape from noncontact parts between the
forming surface of the forming mold and the opening of the
depression and thus can prevent voids from being formed in
the formed layer.

Advantageous Effects of Invention

The present invention can prevent the formed layer from
peeling and the optical function part from deforming.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a plan view of the optical element in accordance
with a first embodiment of the present invention;
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FIG. 2 is a cross-sectional view of the optical element taken
along the line II-II of FIG. 1;

FIG. 3 is a cross-sectional view of the optical element taken
along the line III-IIT of FIG. 1;

FIG. 4 is a plan view of a substrate in a step in a method of
manufacturing the optical element of FIG. 1;

FIG. 5 is a plan view of the substrate in a step subsequent to
that of FIG. 4;

FIG. 6 is a sectional view of the substrate taken along the
line VI-VI of FIG. 5;

FIG. 7 is a plan view of the substrate in a step subsequent to
that of FIG. 5;

FIG. 8 is a plan view of the optical element in accordance
with a second embodiment of the present invention;

FIG. 9 is a cross-sectional view of the optical element taken
along the line IX-IX of FIG. 8;

FIG. 10 is a cross-sectional view of the optical element
taken along the line X-X of FIG. 8;

FIG. 11 is a vertical cross-sectional view of the optical
element in accordance with a third embodiment of the present
invention;

FIG. 12 is a plan view of the optical element in accordance
with a fourth embodiment of the present invention;

FIG. 13 is a cross-sectional view of the optical element
taken along the line XIII-XIII of FIG. 12;

FIG. 14 is a cross-sectional view of the optical element
taken along the line XIV-XIV of FIG. 12;

FIG. 15 is a plan view of the optical element in accordance
with a fifth embodiment of the present invention;

FIG. 16 is a cross-sectional view of the optical element
taken along the line XVI-XVI of FIG. 15;

FIG. 17 is a cross-sectional view of the optical element
taken along the line XVII-XVII of FIG. 15; and

FIG. 18 is a cross-sectional view of a substrate in a step in
a method of manufacturing the optical element of FIG. 15.

DESCRIPTION OF EMBODIMENTS

In the following, preferred embodiments of the present
invention will be explained in detail with reference to the
drawings. In the drawings, the same or equivalent parts will
be referred to with the same signs while omitting their over-
lapping descriptions.

First Embodiment

As illustrated in FIGS. 1, 2, and 3, the optical element 1 in
accordance with the first embodiment has an optical function
part 10 which is a reflection grating. The optical function part
10 spectrally resolves and reflects light L. incident thereon
from one side thereof. The optical element 1 comprises a base
2 shaped into a square sheet (having an outer form of 12
mmx12 mm with a thickness of 0.6 mm, for example) made
of'silicon, plastic, ceramic, glass, or the like. A surface 2a of
the base 2 is formed with a depression 3 shaped into a frustum
of'a square pyramid widening toward an opening 3a. Various
materials can be employed for the base 2 without being
restricted to those mentioned above. Various forms can be
employed for the base 2 and depression 3 without being
restricted to those mentioned above. For more securely pre-
venting a formed layer 4 which will be explained later and the
optical function part 10 from deforming, however, it is pre-
ferred for the depression 3 to have a form which is symmetri-
cal with respect to a center point of the depression 3 when
seen in the depth direction of the depression 3.

Disposed on the base 2 is a formed layer 4 formed by
photocuring a replica optical resin such as a photocurable
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epoxy, acrylic, fluorine-based, silicone, or organic-inorganic
hybrid resin. The formed layer 4 is circular when seen in the
depth direction (i.e., from one side) of the depression 3 and
has an outer edge 4a passing all the vertices of the square
opening 3a. Without being restricted to the photocurable resin
materials mentioned above, various materials (forming mate-
rials) such as thermosetting resin materials, low-melting
glass, and organic-inorganic hybrid glass which can be
molded and cured by a forming mold 30 which will be
explained later can be employed for the formed layer 4.

The formed layer 4 has a main part (first part) 5 and over-
hangs (second part) 6 which are formed integrally with each
other. The main part 5 is located within the depression 3 when
seen in the depth direction of the depression 3 and totally
covers the bottom face 35 and side faces 3¢ of the depression
3. The overhangs 6 are located on the surface 2a of the base 2
while being connected to the main part 5 and disposed on the
outside of all the sides of the square opening 3a. That is, a
plurality of overhangs 6 are provided so as to oppose each
other through the depression 3 interposed therebetween and
surround the depression 3.

The formed layer 4 has a concave curved surface (prede-
termined surface) 4b opposing the bottom face 35 that is a
predetermined inner face of the depression 3. The curved
surface 44 is depressed toward the center of the bottom face
3b of the depression 3 and extends from the main part 5 to the
overhangs 6 through the respective midpoints of all the sides
of the square opening 3a. A predetermined area on the main
part5 inthe curved surface 45 is formed with a grating pattern
corresponding to a blazed grating having a saw-toothed cross
section, a binary grating having a rectangular cross section, a
holographic grating having a sinusoidal cross section, or the
like.

A reflecting film 7 which is a vapor-deposited film of Al,
Au, or the like is formed on the curved surface 456 of the
formed layer 4. The reflecting film 7 is formed so as to
correspond to the grating pattern in a predetermined region on
the main part 5 in the curved surface 456, and this portion is the
optical function part 10 serving as a reflection grating. Vari-
ous materials can be employed for the reflecting film 7 with-
out being restricted to those mentioned above.

As explained in the foregoing, even when stresses gener-
ated due to temperature changes during use and the like are
concentrated at the depression 3 in the base 2 in the optical
element 1 in accordance with the first embodiment, the over-
hangs 6 located on the surface 2a of the base 2 while being
connected to the main part 5 press the main part 5 located
within the depression 3 of the base 2. The fact that the surface
2a on which the overhangs 6 are located is a surface (flat
surface here) which is discontinuous with the side faces (inner
faces) 3¢ of the depression 3 contributes to this action. In
addition, a plurality of overhangs 6 which are provided so as
to oppose each other through the depression 3 interposed
therebetween and surround the depression 3 press the main
part 5 uniformly from the surroundings thereof. This securely
prevents the formed layer 4 from peeling off the base 2. The
shrinkage and expansion of the formed layer 4 caused by
temperature changes during use and the like are absorbed by
the overhangs 6 located on the surface 2a of the base 2, so as
to relieve the main part 5 located within the depression 3 of
the base 2 from shrinking and expanding. In addition, a plu-
rality of overhangs 6 which are provided so as to oppose each
other through the depression 3 interposed therebetween and
surround the depression 3 uniformly relieve the main part 5
from shrinking and expanding. This securely prevents the
curved surface 4b of the main part 4 from being distorted,
thereby reliably keeping the optical function part 10 provided
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on the curved surface 4b from deforming. Hence, in a simple
structure, the optical element 1 in accordance with the first
embodiment can securely prevent the formed layer 4 from
peeling and the optical function part 10 from deforming.

Since the surface provided with the optical function part 10
is the curved surface 45 formed in the formed layer 4 so as to
oppose the bottom face 35 of the depression 3, the formed
layer 4 can be made thinner, so as to restrain the formed layer
4 itself from shrinking and expanding due to temperature
changes during use and the like.

A method of manufacturing the above-mentioned optical
element 1 will now be explained. First, as illustrated in FIG.
4, a substrate 20 made of silicon, for example, is prepared.
The substrate 20 produces a plurality of bases 2 when cut
(diced) into a lattice pattern. The depression 3 is formed by
etching or the like for each surface 2a of the base 2 on a
surface 20a of the substrate 20. This prepares a plurality of
bases 2 each having the depression 3 formed on the surface
2a. Subsequently, a forming material (a photocurable resin
material here) to become the formed layer 4 is arranged for
each depression 3 of the base 2 on the surface 20a of the
substrate 20. This arranges the forming material on the plu-
rality of bases 2.

Next, as illustrated in FIGS. 5 and 6, the forming mold 30
is pressed against each depression 3 of the base 2. In this state,
the forming material is irradiated with light (e.g., UV rays) for
photocuring the forming material transmitted through the
forming mold 30, so as to form the formed layer 4 having the
main part 5 and overhangs 6. The formed layer 4 may further
be thermally cured after releasing the forming mold 30 there-
from. If the base 2 is transparent to the light for photocuring
the forming material, the latter may be irradiated with the
light transmitted through the base 2. Various curing methods
such as thermal curing can be employed as a method of curing
the forming material according to the kind thereof without
being restricted to photocuring.

The forming mold 30 has a forming surface 30a for form-
ing the main part 5 and overhangs 6 with the curved surface 45
to be provided with the optical function part 10 such that the
curved surface 45 opposes the bottom face 356 of the depres-
sion 3. The forming surface 30a is formed so as to come into
intermittent contact with the opening 3a of the depression 3
when the forming mold 30 is pressed against the forming
material. Here, the forming surface 30q is a convex curved
surface, which is complementary with the curved surface 45,
and comes into contact with the respective midpoints of all
the sides of the square opening 3a.

Subsequently, as illustrated in FIG. 7, the reflecting film 7
is formed on the curved surface 45 of the formed layer 4 by
vapor-depositing Al, Au, or the like, so as to provide the
optical function part 10 for each curved surface 45. The vapor
deposition is performed for the whole curved surface 45 or a
given area thereof (through masked vapor deposition) as nec-
essary. Then, the substrate 20 is cut (diced) into a lattice
pattern, so as to yield a plurality of optical elements 1 which
are grating elements.

As explained in the foregoing, when the forming material
shrinks upon curing in the method of manufacturing the opti-
cal element 1, the overhangs 6 located on the surface 2a of the
base 2 while being connected to the main part 5 shrink in
preference to the main part 5, thereby relieving the main part
5 located within the depression 3 of the base 2 from shrinking.
In addition, a plurality of overhangs 6 which are provided so
as to oppose each other through the depression 3 interposed
therebetween and surround the depression 3 uniformly
relieve the main part 5 from shrinking and expanding. This
securely prevents the curved surface 45 of the main part 5
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from being distorted, thereby reliably keeping the optical
function part 10 provided on the curved surface 456 from
deforming. Even when stresses generated due to temperature
changes during use and the like are concentrated at the
depression 3 in the base 2, the overhangs 6 located on the
surface 2a of the base 2 while being connected to the main
part 5 press the main part 5 located within the depression 3 of
the base 2. In addition, a plurality of overhangs 6 which are
provided so as to oppose each other through the depression 3
interposed therebetween and surround the depression 3 press
the main part 5 uniformly from the surroundings thereof. This
securely prevents the formed layer 4 from peeling off the base
2. Hence, the method of manufacturing the optical element 1
can securely prevent the formed layer 4 from peeling and the
optical function part 10 from deforming.

The forming surface 30a of the forming mold 30 is formed
$0 as to come into intermittent contact with the opening 3a of
the depression 3 when the forming mold 30 is pressed against
the forming material. This allows gases generated from the
forming material upon curing, if any, to escape from noncon-
tact parts between the forming surface 30a of the forming
mold 30 and the opening 3« of the depression 3 and thus can
prevent voids from being formed in the formed layer 4.

When the forming mold 30 is pressed against the forming
material, a sufficient pressure is applied to the forming mate-
rial within the depression 3, so that a grating pattern can be
formed stably and accurately in a predetermined region on the
main part 5 in the curved surface 44.

When the forming mold 30 is pressed against the forming
material, the forming surface 30a of the forming mold 30
comes into contact with the opening 3a of the depression 3 at
a plurality of points, whereby the forming mold 30 can be
positioned easily and accurately in the height direction
thereof (i.e., in the depth direction of the depression 3). This
also prevents a pattern of the forming surface 30a for trans-
ferring the grating pattern from coming into contact with the
bottom face 35 of the depression 3.

The above-mentioned method of manufacturing the optical
element 1 can also manufacture a plurality of kinds of optical
elements 1 by employing a plurality of kinds of forming
molds 30 such as those having forming surfaces 30a with
different curvatures with respect to one kind of base 2 having
the surface 2a formed with the depression 3.

Second Embodiment

As illustrated in FIGS. 8, 9, and 10, the optical element 1 in
accordance with the second embodiment differs from the
optical element 1 in accordance with the first embodiment
mainly in that the main part 5 of the formed layer 4 does not
totally cover the bottom face 35 and side faces 3¢ of the
depression 3. In the optical element 1 of the second embodi-
ment, the main part 5 is retracted from all the corners of the
depression 3. This is because of the fact that, when curing, the
forming material shrinks preferentially from noncontact parts
between the forming surface 30a of the forming mold 30 and
the opening 3a of the depression 3. Such a state is more likely
to occur when the forming material is relatively small in
amount or low in viscosity. Even in such a case, the forming
material rides on the surface 2a of the base 2 at contact parts
between the forming surface 30a of the forming mold 30 and
the opening 3a of the depression 3 and is harder to retract
therefrom, whereby the overhangs 6 are formed there. Hence,
the optical element 1 of the second embodiment exhibits the
same effects as with the optical element 1 of the first embodi-
ment.
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Third Embodiment

As illustrated in FIG. 11, the optical element 1 in accor-
dance with the third embodiment differs from the optical
element 1 in accordance with the first embodiment mainly in
that the optical function part 10 is a mirror. In the optical
element 1 of the third embodiment, the curved surface 456 of
the formed layer 4 and the reflecting film 7 are formed with no
grating pattern, while the optical function part 10 is a mirror.
Thus, the optical function part 10 may have various optical
functions such as a mirror without being restricted to gratings.
Hence, the optical element 1 of the third embodiment exhibits
the effect of being able to yield a mirror element in a simple
structure in addition to the same effects as with the optical
element 1 of the first embodiment.

Fourth Embodiment

As illustrated in FIGS. 12, 13, and 14, the optical element
1 in accordance with the fourth embodiment differs from the
optical element 1 in accordance with the first embodiment
mainly in that the formed layer 4 is provided with alignment
marks 21 and that the base 2 is provided with positioners 22.

Inthe optical element 1 of the fourth embodiment, a grating
pattern is formed in a predetermined rectangular region R in
the curved surface 45 of the formed layer 4. A pair of align-
ment marks 21 are disposed so as to hold the grating pattern
(i.e., optical function part 10) therebetween in the extending
direction of grating grooves of the grating pattern. The pre-
determined region R and alignment marks 21 are located
within a region corresponding to the main part 5 in the curved
surface 44 of the formed layer 4.

Here, the grating pattern formed in the predetermined
region R is shifted from the center of the depression 3 in a
direction perpendicular to the extending direction of the grat-
ing grooves when seen in the depth direction of the depression
3. The reflecting film 7 is formed into a circle inscribed in the
predetermined region R when seen in the depth direction of
the depression 3.

The alignment marks 21 are formed together with the grat-
ing pattern when the formed layer 4 is formed by the forming
mold 30. Hence, the alignment marks 21 are positioned with
high precision with respect to the grating pattern (i.e., optical
function part 10).

A plurality of positioners 22, each of which is a hole having
arectangular cross section and penetrating through the base 2,
are provided about the depression 3 and formed layer 4. The
positioners 22 are formed together with the depression 3 by
etching or the like. Hence, the positioners 22 are positioned
with high precision with respect to the depression 3. Since the
grating pattern is positioned with high precision with respect
to the depression 3 when the formed layer 4 is formed by the
forming mold 30, the positioners 22 are positioned with high
precision with respect to the grating pattern (i.e., optical
function part 10).

Thus constructed optical element 1 of the fourth embodi-
ment exhibits the following effects in addition to those of the
optical element 1 of the first embodiment.

That is, when accommodating the optical element 1 in a
package provided with a light entrance part, for example, the
optical function part 10 can be positioned with respect to the
light entrance part of the package by fitting projections pro-
vided with the package into the positioners 22, inserting lead
pins penetrating through the package into the positioners 22,
and so forth.

When accommodating a photodetection unit for detecting
light spectrally resolved by the optical function part 10
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together with the optical element 1 in a package provided with
alight entrance part, for example, the photodetection unit can
be positioned with respect to the optical function part 10 with
reference to the alignment marks 21. At this time, the align-
ment marks 21 are located within a region corresponding to
the main part 5 in the curved surface 45 of the formed layer 4
and thus are less likely to incur distortions and misalignment.

For example, fitting projections provided with the photo-
detection unit into the positioners 22 can produce a firm
spectroscopic unit in which the photodetection unit is posi-
tioned with respect to the optical function part 10.

The reflecting film 7, which is formed so as to cover a part
of the predetermined region R, can control the entrance NA
with respect to the photodetection unit for detecting the light
spectrally resolved by the optical function part 10. In this
case, the reflecting film 7 may be elliptical or rectangular or
partly protrude from the predetermined region R.

The positioners 22 may be recesses without being
restricted to the holes penetrating through the base 2. In this
case, projections provided with a package, end parts of lead
pins penetrating through the package, projections provided
with a photodetection unit, and the like are fitted into the
positioners 22.

Fifth Embodiment

As illustrated in FIGS. 15, 16, and 17, the optical element
1 in accordance with the fifth embodiment differs from the
optical element 1 in accordance with the fourth embodiment
mainly in that the overhang 6 of the formed layer 4 is made
flat.

In the optical element 1 of the fiftth embodiment, the over-
hang 6 has a flat surface 6a which is substantially parallel to
the surface 2a of the base 2 and provided with alignment
marks 23. Two pairs of alignment marks 23 are provided so as
to hold therebetween a grating pattern formed in a predeter-
mined region R. More specifically, a pair of alignment marks
23 are disposed so as to hold therebetween the grating pattern
(i.e., optical function part 10) in the extending direction of the
grating grooves, while a pair of alignment marks 23 are dis-
posed so as to hold therebetween the grating pattern (i.e.,
optical function part 10) in a direction perpendicular to the
extending direction of the grating grooves.

The alignment marks 23 are formed together with the grat-
ing pattern and alignment marks 21 when the forming mold
30 forms the formed layer 4. In this case, as illustrated in FIG.
18, the forming mold 30 is provided with a flange-shaped rim
31 surrounding the forming surface 30q, while the flat surface
31a ofthe rim 31 is provided with a pattern for transferring the
alignment marks 23. The flat surface 64 of the overhang 6 is
formed when the flat surface 31a of the rim 31 is pressed
against the overhang 6; at this time, the alignment marks 23
are formed on the flat surface 6a of the overhang 6. Hence, as
with the alignment marks 21, the alignment marks 23 are
positioned with high precision with respect to the grating
pattern (i.e., optical function part 10). When pressing the
forming mold 30, the forming surface 30a of the forming
mold 30 comes into contact with the opening 3a of the depres-
sion 3, whereby the thickness of the overhang 6 can be made
uniform easily and securely.

Thus constructed optical element 1 of the fifth embodiment
exhibits the following effects in addition to those of the opti-
cal element 1 of the fourth embodiment.

That is, when accommodating a photodetection unit for
detecting light spectrally resolved by the optical function part
10 together with the optical element 1 in a package provided
with a light entrance part, for example, the photodetection
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unit can be positioned with respect to the optical function part
10 with reference to the alignment marks 23 in addition to the
alignment marks 21. At this time, the alignment marks 23 are
located on the flat surface 6a of the overhang 6 and thus are
easily discernible when seen in the depth direction of the
depression 3.

Since the overhang 6 of the formed layer 4 is made flat,
photodetection units and the like can be stacked on the optical
element 1 or arranged near each other thereon. As the over-
hang 6 is made flat, the contact area between the overhang 6
and the surface 2a of the base 2 increases, whereby the formed
layer 4 can more securely be prevented from peeling off the
base 2.

The present invention is not limited to the first to fifth
embodiments thereof explained in the foregoing. For
example, refractive index matching may be effected at the
interface between the base 2 and the formed layer 4, so that
light L is incident on the optical function part 10 from the base
2 side (the other side). When incident on the optical function
part 10 (e.g., transmission grating) either from one side or the
other, the light I may be transmitted therethrough without the
reflecting film 7.

The inner face of the depression 3 formed in the surface 2a
of the base 2 may be a curved surface such as a continuous
curved surface. The predetermined surface of the formed
layer 4 provided with the optical function part 10 is not
limited to the curved surface 45 but may be a flat surface and
the like. The predetermined surface is not required to extend
from the main part 5 to the overhang 6 as long as it is formed
at least in the main part 5. In contrast, the optical function part
10 may extend from the main part 5 to the overhang 6.

The overhangs 6 may oppose each other in any direction
through the depression 3 interposed therebetween. One set of
overhangs 6 may be provided alone so as to oppose each other
through the depression 3 interposed therebetween. A plurality
of overhangs 6 may be provided, e.g., at intervals of 120°, so
as to surround the depression 3 without opposing each other
through the depression 3 interposed therebetween. The over-
hang 6 may be continuous on the surface 2a of the base 2.

When pressing the forming mold 30 against the forming
material in the method of manufacturing the optical element
1, the forming surface 30a of the forming mold 30 may be
kept away from the base 2 at the opening 3a of the depression
3 and the like.

INDUSTRIAL APPLICABILITY

The present invention can prevent the formed layer from
peeling and the optical function part from deforming.

REFERENCE SIGNS LIST

1. .. optical element; 2 . . . base; 2a . . . surface; 3 . . .
depression; 3a . . . opening; 35 . . . bottom face (inner face);
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4 . .. formed layer; 4b . . . curved surface (predetermined
surface); 5. . . main part (first part); 6 . . . overhang (second
part); 10 . . . optical function part; 30 . . . forming mold;
30q . . . forming surface

The invention claimed is:

1. An optical element comprising:

a base having a surface formed with a depression and a

formed layer disposed on the base,

wherein the formed layer has a first part located within the

depression when seen in a thickness direction of the
depression and an overhanging second part located out-
side of the depression on the surface of the base while
being connected to the first part; and

wherein a predetermined surface in the first part opposing

an inner face of the depression is provided with an opti-
cal function part,

wherein a predetermined surface in at least one of the first

and second parts is provided with a reflective layer.

2. An optical element according to claim 1, wherein a
plurality of such second parts are provided so as to oppose
each other through the depression interposed therebetween.

3. An optical element according to claim 1, wherein a
plurality of such second parts are provided so as to surround
the depression.

4. An optical element according to claim 1, wherein the
optical function part is a grating.

5. An optical element according to claim 1, wherein the
optical function part is a mirror.

6. A method of manufacturing an optical element compris-
ing the steps of:

preparing a base having a surface formed with a depres-

sion; and

disposing a forming material on the base; and

pressing a forming mold against the forming material and

curing the forming material so as to form a formed layer
having a first part located within the depression when
seen in a thickness direction of the depression and an
overhanging second part located outside of the depres-
sion on the surface of the base while being connected to
the first part,

wherein the forming mold is formed so as to come into

intermittent contact with an opening of the depression
when the forming mold is pressed against the forming
material,

wherein the forming mold has a forming surface for form-

ing the first part with a predetermined surface to be
provided with an optical function part such that the
predetermined surface opposes an inner face of the
depression; and

coating a predetermined surface of at least one of the first

and second parts with a reflective layer.

#* #* #* #* #*



